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PREFACE 

The purpose of this paper will be to give the reader 
a general description of possible methods of multiplication 
by electrical analog systems and their possible advantages 
and failings. A report is given on the circuitry and per- 
formance of one type of multiplier, which, in the opinion 
of the author, best satisfies the requirements for a univer- 
sal analog multiplier. As part of the curriculum in Engi- 
neering Electronics at the United States Naval Postgraduate 
School, the author spent ten weeks at Gilfillan Brothers, 
Inc., Los Angeles, California, working as an engineer in 
the computer group. It was here that the experimental work 


contained in this paper was performed. 
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i 
INTRODUCTION 

Automatic computers find their use in automatic control 
systems and in the solution of scientific and engineering 
problems where the mathematical relations may be intricate 
or involved or the quantity of data to be handled is too 
large to be handled by available skilled personnel. There 
are two separate fundamental approaches to the problem of 
automatic computing system instrumentation, usually depending 
on the complexity commensurate with the accuracy desired. 

Digital computers consist of counters registering and 
adding in discreet steps, together with a storage and pro- 
graming system in which counting pulses are transmitted be- 
tween counters in the manner prescribed by the problem to 
be solved. Digital computers perform most mathematical 
operations by combinations of additions, for example, multi- 
plication is performed by repetitive additions, integration 
is by summation and converging series replace non-linear 
functions. Since these indirect computations must usually 
be carried to more places than are required in the final 
result, the computing elements must have the capacity for 
dealing with large numbers and thus contribute to the size 
of the installation. In automatic control systems, shaft 
position or electrical voltage information must be trans- 


formed to digital form before it is operated upon, then 
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reconverted to a usable voltage for use in the control 
system. 

In analog computers the numerical values representing 
variables in the equation to be solved are converted to 
machine variables upon which the computing operations are 
performed. The machine variables may take the form of 
electrical voltages or shaft position, depending upon 
whether the system is in the form of a mechanical, electro- 
mechanical or strictly electrical system. In automatic 
control systems the inputs are more than likely already in 
the form of electrical voltages. Generally, more accurate 
results can be obtained from mechanical or electro-mechan- 
ical systems, but since the speed of computation in any 
mechanical system is limited by the inertia of its moving 
parts, this discussion will be limited to electrical systems. 

It is desirable to make a computing machine as citable 
as possible. Accordingly, it is customary to perform more 
complicated mathematical operations on the computor voltages 
through combinations of a limited number of simple operations 
performed by basic computing elements. The necessary basic 
operations are as follows: 

1) multiply a machine variable by a constant 

coefficient 

2) take the sum or difference of two machine 


variables 
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3) generate the product of two machine variables 

i) generate functions of a machine variable 

5) generate the time integral or time derivative 

of a machine variable. 
High gain direct coupled amplifiers with negative feed back 
make it possible to add, substract, multiply by a constant, 
integrate and differentiate with high accuracy and speed. 
But, the operations required in the generation of complicated 
functions and multiplication of variables are more difficult 
to a especially if both high accuracy and speed are 
desired. 

Digital computers are inherently capable of much greater 
accuracies than analog computers, but these are obtained only 
at the cost of added instrumentation complexities; therefore, 
where the accuracy of the input data is limited and where 
great precision of computer operation is thus not required, 
the advisability of using an analog computer is indicated. 

As stated above, there are two general classes of multi- 
plication used in analog computers. The first is multipli- 
cation, in which one of the variables is constant throughout 
a given problem. This type does not present a very difficult 
problem, as there are many devices that can be hand set to 
obtain this result. An example is the high gain D.C. ampli-e 
fier with controlled feedback. The second type is multipli- 


cation in which both of the quantities may vary in the 
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solution of a given problem. This is the type with which 
this report is concerned. This type of multiplier is needed 
in the solution of differential equations with variable co- 
efficients. This type of equation is the more difficult to 
solve by classical mathematics, so it is important that not 
only automatic control systems but practical differential 
analyzers should include multipliers of this type. 

Electronic analog computers call for multipliers with 
various requirements, depending upon the special applications. 
It would be desirable to have a universal multiplier which 
satisfies the most rigid of all the varied requirements. 

It will be the aim of this paper to discuss examples 
of possible methods of electrical analog multiplication, 
while keeping in mind the requirements of a universal analog 
multiplier. After determining the method which best satis- 
fies these requirements, one circuit which was built and 


tested by the author will be presented in detail. 
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vEA 
POSSIBLE METHODS OF ELECTRICAL 
ANALOG MULTIPLICATION 


lL. Mathematical principles used in analog multiplication. 
There are three important mathematical identities that 
have found use in analog multiplication. These identities 
permit the operations of addition and subtraction to be used 
instead of the more complicated operation of direct multi- 
plication. This is a very useful substitution since the 
Operations of addition and subtraction are easily performed 
in analog computers compared to direct multiplication. 
1) Logarithms 
Logab w Loga $# Logb 
This method is inherently restricted to positive numbers and 
requires the use of non-linear logarithmic elements. 
2) Quarter square 
ab = 1/4 [(atb)? = (a-b)?] 
This method requires the use of a non-linear square law element 
which will accept both positive and negative values. 
3) Integration by parts 
uv = /udv }/vda 
This method is of use only in mechanical computers, since all 
integration in an electronic system must be performed with 


respect to time. The above expression requires integration 




















= 
Lely 2 a ee pale 


ee oMet iL ee et er) 
(pod eel rece! Latekd emery” eee Apline teal aye ah 
ety Lord ( om «welded ile litem Gam 1g alg 1Ats! 
nsou w& 0 amisverzeed bow Sibi tal SS ae pebaet ae) 
tikes prev) We ee my AES io dery yen tt 
ve webse te d/v¥aet rpg Oot @ Be ee core 
aalrawe Vdbdl et eeeprweenee Wee’ wo Lelie Me 
ALG) hae Dart be Pa eet’ alae 
tent et 

Gere # eneit = Rnd 
oe Af pV etary been risees (eerie dh kee © 
aeewas. Sale age!) The) we dbo OF 
hee ee 
(Sime) - afanidei. 
ccna nemenien veri immnn 6 ty ball atl heme Deaiinn i 
eaves aidddedd Gi oF LR er Oe ite a 
omet af eaieetee™i = {f 





oe 4 whee es we 
‘de wo). . pete 0 eee OS Clee See TP Pe ere © 
Ly ete Oe tw eee Geerewele ae af Mae 


Jewaetinmer = Juvet site = Seanad st, ae mane 


¢ 





with respect to two other machine variables. Integration 
with respect to a machine variable in an analog computer 


can be accomplished by using the identity 
J xay = /(x dy/at) at 


The procedure involves differentiation, multiplication, and 
then a final integration with respect to time. As can be 
seen, multiplication of two variables is required to perform 
the integration. 

In addition to the mathematical identities mentioned 
above, several geometrical theorems are applicable for analog 
multiplication. 

1) The area of a rectangle 

Area - a x b 

Where a and b are the lengths of two sides of a 
rectangle. In an electronic system one of the 
variables must be converted to time: this auto- 
matically restricts the multiplier to two quadrant 
operation. An averaging technique is then used to 
obtain the desired answer. 

2) Altitude of a Right Triangle 

Altitude = (slope) x (base length) 


This method is very similar to the rectangular area 
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method in that one machine variable must be cone 
verted to a time for base length. Instead of 
averaging to obtain the result, an accurate peak 


detector is required. 


2 Analog multiplier requirements. 


The discussion of existing methods of electrical analog 


multiplication which follows will be based on: 


a) 


2) 


3) 


h) 


Complexity of circuitry involved. As is true in 

all electronic circuitry, increased complexity 
results in increased initial cost and usually greater 
maintenance problems. 

Rapidity of solution.--In many differential analyzer 
applications the speed of solution is of minor im- 
portance, but in automatic control systems, and 
repetitive computers, solutions are often desired 

in a few milliseconds. 

Accuracy of result.==The accuracy of multipliers is 
important since the overall accuracy of a computor 
system is generally limited to the accuracy of the 
associated multipliers. It follows then that the 
desired accuracy of multiplication is limited only 
by the accuracy of the input data. In physical 
systems, this is often limited to about one percent. 
Polarity of acceptable input signals.-=-Often only 
one or possible two quadrant operation of a multi-~ 


plier is required for a given problem. But, when 
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both plus and minus variables are expected for the 
inputs and the algebraic product is desired, a four 
quadrant multiplier is necessary. Switching methods 
for providing the required input polarities and 
placing the proper sign on the resulting product are 
possible, but become more complicated than existing 
four quadrant multipliers. Four quadrant operation 
can also be obtained by combining two simpler multi- 
pliers capable of two quadrant operation (1), but 

as in the above, the resulting combination of cir- 
cuitry becomes excessively complicated. 

Dynamic range of input variables and output product.-- 
The dynamic range of the multiplier is important since 
Signals must over-ride any undesired noise in the 
system and often the theoretical absolute accuracy 
obtainable in a system is a function of the dynamic 


range. 


Electro=mechanical methods of analog multiplication. 


in electroemechanical systems high accuracy commensurate 
with slower speed can be obtained by using Ohmts law ina 
variable conductance network. Since Ohmts law is a natural 
product, it seems quite logical that it should be used in an 


analog multiplier. The basic equation is: 


E = IR 
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where E = voltage across the circuit 
I - current in the circuit 
R resistance of the circuit 


A common application of this principle is the potentiometer 
(2, 3, 4 and 5). A linear potentiometer is used for this pur- 
pose. One of the variables is the voltage impressed across the 


potentiometer, and the other variable is the position of the 


sliding contact. The voltage E, is given by the equation E>, 
Ein @ / @ max. Where Y max is the maximum possible angle of 
rotation. 

This method requires that one of the variables be a me- 
chanical position. If both of the variables are voltages, a 
servo system can be used to convert one of them to a mechan- 
ical position. The single potentiometer requires that one 
of the variables always be a positive quantity. This can be 
overcome by the use of a center tapped potentiometer with a 
push pull output. 

The balanced bridge offers another method of obtaining 
a product (4). The bridge is kept balanced by a servo system 
which adjusts a rheostat in one of the legs of the bridge. 
The other three legs contain rheostats that are set by the 


variables of the problem. The condition for balance is 


2 7 @ Ry = where Rj, Ro and R3 are proportional 


Rg «Rg R3 


to the input variables and Ry is proportional to the desired 
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product. It is apparent that this method can be used for 
either multiplication or division, but is limited to one 
quadrant operation. 

A variation of the balanced bridge utilizing low inertia 
strain gages has been developed to meet the requirements of 
ol percent accuracy and an effective time constant of about 
1 mil second (6). The variables to be multiplied appear as 
a-c voltages; one of the voltages, X sin w,t, controls, 
through an amplifier, the mechanical movement of a loud- 
speaker voice coil, whose movement produces fluctuating 
strains in a strain gage bridge (Fig. 1). This bridge is 
excited by a constant amplitude voltage, V, sin w,t. The 
bridge output is fed back to the amplifier input in a nega- 
tive sense. The mechanical displacement of the strain gage 
bridge is thus proportional to the variable voltage (X). 

A second strain gage bridge is also coupled to the same 
loudspeaker voice coil so that its strain is also proportional 
to X. However, the second bridge is excited by the other 
variable voltage, Y sin wot. Hence, the output of this 
second bridge is proportional to the product XY. But since 
the input variables are modulated aec, the strain gage multi- 
plier is a one quadrant device and requires considerable pre- 
cision construction in order to obtain accurate results. 

The dynamometer can be used with two electrical inputs 


to obtain a product as a mechanical rotation (7). The rotation 
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of the movable coil is given by the equation: 


g 


where G = angle of coil rotation 


K Im Is 


K & proportionality constant 

Im = current in movable coil 

Is = current in stationary coil 
This method is good for four quadrant operation and the 
angular output can be converted to an electrical voltage 
by a servo system. 

A more refined, higher speed version of the dynamo- 
meter method utilizing two dynamometer movements rigidly 
connected on a common shaft is shown in (Fig. 2). (1) 

The torque from one movement is proportional to (iji,) and 
from the other movement i31)- When the two torques are 
equal and opposite, the rotational acceleration will be 
zero and the shaft will assume a position such that Kjiji9 


= -K5i31i,- In other words, the sum of the shaft torques 
Lad 
ek 2 





will be zero when i3 : Therefore, if i; is made 
proportional to X and is to t and 1), is a constant reference 
current, 13 will represent the four quadrant product XY. The 
product ij ip causes a torque in the shaft resulting ina 
rotation of the mirror. As the mirror rotates from its 


center position, the voltages derived from the photocell 


outputs are compared, amplified and used to generate a 
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current, 13, proportional to the difference voltage. The 

shaft will oscillate about its new position and settle down 
1,1 

: A The speed of response is limited by the 





with 13 = =«K 7 
L, 

inertia of the moving parts and the inductance of the coils. 
Accuracy is effected by the linearity of the conversion from 
unknown voltage to current, the coulomb friction in the move- 
ment and the linearity between the coil flux and current. 
4. Automatic gain control and modulation systems. 

These systems may give accuracies of about O.1]1 percent 
of the range of the output; that is, with a dynamic range 
of 100 volts, 0.1 percent accuracy can be obtained, and have 
a response time as low as ten microeseconds. A typical ex= 
ample of an automatic gain control multiplier is shown in 
(Fig. 3) (8). <A standard reference signal of 500 Ke is put 
through a variable gain amplifier. The 500 Ke component of 
the amplifier output signal is compared with one of the ine 
put signals, V}, and the difference is fed back to control 
the amplifier gain. The result is that when the loop is in 
equilibrium, the gain of the amplifier is proprotional to Vj. 
A second signal, Vo, modulates a 200 Ke carrier, which is fed 
to the input grid of the amplifier. The output voltage at 
200 Ke is then proportional to the product V,V2. The chief 
advantage of this method of multiplication is that it does 
not depend (to the first approximation) on the tube character-= 
istics and does not require unique components. The output of 


the system is only one quadrant. 


1h, 


















= 
wee ouee Sas ah iilee #eu sol caeee die am 
whe c fevdeil 6) oor Te keere tT “SMA a 


[alee el 26 ens) cell eee eed einen fall tus 
Pry, Teasers «8 le ee ar 1 oeceel\e sl sore 
-hemw td o) be dasiy? ceeinpe #6? Satu be gation 
wwe vue coll Loe en seeemed weber! em Aeeig 
aeteye on lrlatae bow Lovee oles ov eedde 

couse |.0 cre be salem ero yee ected Cee 
eters dieeth « Min «i @i i/o Od ST 
aru tne deoledie vl we sale Gawel? §.> ,ol soem 
we eeleqy A coheed be eb UY ge MD 2h TRAP being 
oe! cove 6 BRIDJAlee Stk Gree 1) eee OTe 
ah pil Gr ee Leet eeeewypest pegpeese © 4 TE; 
oew) § (2 8 ceri ieee aime Oieeiaed @ 


‘ 

















4) WHS) em eee worrree of Jones saecee Te Olle 
‘wower eC fea Jer «f cement aay few fF . elon 


es: eco) ea ooo weedy @) leees oe 1 aie Seti tae 


5 we 6 ee oo 8) “wii jas — SS bos Cee . ceed 
' & ‘i= . 4. rT, — eee © bee , soe’ oreo ; 
‘> tae % stloar , : “Ae >! — ~- _— $o'™% ow vat aw s 





—_ 
: ® 


Vii ‘oe Se OFT dee OVO feet? a 
in : e — othe eof © abet lepal - 


_ ei : ‘i so - ° ef *- » ene ad 





“ Ln tev © ghey Ge FF een 


 —_—— aw Oe jie bs deeoye ert 


C asnbsy 
4a ATTLIN YS 


fOALUODQ UID4) BWLOUWOLNL 


(OREO) DA 
indy “A 





AAW lWanc/so Sys) 
; Ve PEED, ay, 









VAI/LOA LUO D 
PG LOY1D. m 
nA no i lao DY 0 NY WoC 
LN 
= 
SSL} I9S'O 
Jf Te IY 902 
AS PLAON 
QI¢// ISLUD 
Ll wa) / 
“pibasul IWfL1L 98H 41AF 
UD LL by We DY OOS 
UBS / OS! td 











Another example of a modulation system (9) utilizes 
a balanced modulator. An accuracy of better than one pere 
cent has been obtained; it uses a double modulation and 
subsequent detection scheme. A balanced modulator is used 
to produce side bands through modulation of a carrier by 
one of the variables. The resulting voltage is of the 
form E, cos (wct). This voltage is used as the carrier 
for a second modulation which gives a side band output of 
E,E> cos (wet). The carrier voltage is suppressed in both 
cases through the use of a balanced modulator. Detection 
is then accomplished by a varistor bridge. This system is 
also limited to one quadrant operation. 

A variation of the automatic gain control amplifier 
is the soscalled step multiplier (10), which used relays to 
vary the input conductance by steps in a negative feed back 
amplifier. Although the system is not entirely electronic, 
the speed of response approaches that of an electronic system 
by the use of fast acting switching relays. The system makes 
the value of the input conductance proportional to one vari- 
able and the other variable is applied across the network. 
This is illustrated in (Fig. 4). The relays are set by a 
reversible binary counter. The counter is made to count pulses 
from an oscillator whenever the voltage fed back from the con- 
ductance network is different from the input variable voltage. 


The system was developed to obtain greater accuracy than is 
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possible with potentiometers. High speed, lOO micro-second, 
relays are used with an oscillator frequency of 1000 cps. 
There are 1024 steps in the conductance network, so that the 
output can go from minimum to maximum in about one second. 
The system accuracy is very good, but the one«second response 
must be considered slow. 

5. NoneLinear systems. 

The use of the quarter square identity and logarithms 
for analog multiplication was mentioned earlier. There are 
several applicable methods for obtaining the square law non 
linearity required. Among these methods are the use of spe-= 
cific tube characteristics, or non-linear materials. The 
transfer characteristics between grid voltage and plate current 
in a vacuum tube provides a somewhat approximate method for 
obtaining the square of a voltage. The instantaneous plate 
current of a triode with negative grid voltage expressed in 
a power series in terms of the grid exciting voltage e is: 

ip = aje 4 are” } ae? PP ies 
For certain tubes, the plate current versus grid voltage 
characteristic is parabolic in form over a limited range of 
negative grid voltage values. Thus the voltage across the 
output resistence will be proportional to the square of the 
grid voltage. Suitable tubes must have a substantially con- 
stant Gm over the required range where 


Gm = di,/de 
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This results from the fact that the coefficient ap is given 
by 

ag = 1/2 d*e/dip* 
A more precise parabolic transfer characteristic may be 
obtained by using two triodes in a balanced circuit designed 
to cancel odd power terms in the series expansion. 

Circuits have been developed (11) in which the loga- 
rithmic relation between a low level applied voltage and the 
resistance of a rectifier, such as a selenium cell rectifier, 
is used to generate an output voltage proportional to the 
square of the input voltage. For low voltages, it has been 
found that when R is the rectifier resistance, e the applied 
voltage and K and q constants of the rectifier 

ReKE ~9 © 
The current through the rectifier is therefore 


i wmF&nw SE GV 
R K 


The exponential may be expressed in series form as follows, 
neglecting quadratic and higher order terms on the assumption 
of small voltages: 
EW" s 13 Get .cecee 
Hence i =1/K (e 4 qe*) 
By subtracting the linear e/K term, a voltage proportional 
to % will result. 
Appropriate vacuum tubes can also be used to generate 


a logarithmic function directly. Variable mu tubes such as 
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the 6SK7 produce plate current proportional to the logarithm 
of the grid voltage. It has also been found (12) that by 
operating a 6SK7 in an inverted circuit, that is, with input 
voltage applied to the plate and current withdrawn at the grid, 
the output current is proportional to the antilog of the vol- 
tage at the plate. 

A technique which uses biased diodes to switch approp- 
riate conductances into a parallel circuit makes a non linear 
transfer characteristic by developing straight line approxi- 
mations to a given curve. Circuits with accuracies as good 
as 0.4 percent and 12 micro-second response time have been 
built, using this method (13). The number of straight line 
sections used determines the closeness of the approximation 
to a desired curve. For example, a square law curve can be 
approximated to within two percent by three line sections 
and to within one percent by five line sections. 

Another type of non linear function generator, called 
the photoformer (14, 15), is essentially an electronic servo 
system which makes a cathode ray beam follow the edge of an 
appropriate mask (cut to represent the desired function). A 
simplified block diagram is shown in (Fig. 5). The hori- 
zontal deflection represents the input variable and the vert- 
ical deflection, the output variable. Here the input variable 
is received from a signal source and applied to the hori- 


zontal deflection plates so that the spot is positioned on 
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the edge of the mask. The precision is limited by the sharp- 
ness of the beam focus, as the spot cannot accurately follow 
details which are smller than the spot itself. By using a 
lens system to improve the focusing and reduce parallax, 
accuracies better than one percent have been obtained. This 
accuracy may be limited by the signal to noise ratio in the 
feed back path. 

Cathode ray tubes especially designed for producing a 
single transfer function have been developed, which operate 
essentially like the photoformer, but the external mask and 
photocell are replaced by a target and collector electrode 
inside the cathode ray tube envelope. One such a device, 
called the monoformer (16), employs a standard cathode ray 
tube base. The target is an aluminum disc of one inch 
diameter, on which the function to be reproduced is printed 
with a coating of carbon ink. The operation of the tube 
depends on the fact that aluminum and carbon have different 
secondary emission ratios. An electrode is provided to col- 
lect the secondary electrons emitted from the target plate 
as a result of impingement by the electron stream. If the 
beam, in sweeping across the target, tends to ride too far 
into the uncoated area or into the coated area, it causes 
a variation in secondary electron emission. The correspond- 
ing variation in target current produces a variation in vole 


tage drop across a load. This error signal is fed back 
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through a network.to the vertical deflection plates of the 
tube. The result is to keep the electron beam directed 
against the boundary between the coated and uncoated areas 
of the target. The accuracy of the unit is considered to be 
one percent without amplification in the feed back loop. A 
response time of 400 micro-seconds to a step input is de- 
veloped. With sufficient amplification in the feed back 
loop, the response time reduces to one micro-second. 

The above methods of generating non-linear functions 
can be used in multipliers based on the logarithmic or 
quarter square identities. A block diagram of a quarter 
square multiplier is shown in (Fig. 6). An error of less 
than one percent of maximum operating range has been ob- 
tained, with a solution time of about 50 micro-seconds (13). 
In this circuit, only one squarer is used on a time sharing 
basis. When two function generators are used, they must be 
very nearly identical. The error due to a small discrepancy 
in the squarer characteristics will be considerable if one 
of the inputs is large and the other small, because here the 
difference of the square of two large quantities is involved. 
The parabolic function generator used is of the biased diode 
network type. In the system, the sum term is generated by 
adding the X and Y input variables. But since the input to 
the squarer must be positive, a method is provided to in- 


sure that the difference term is never less than zero. The 


23 














ls We paddbe aeidsetiol ipaitet ont cd dieeaem & 
hewidee ds) MMe sete ie od eect oe ad aipeerrmel 
fee Lovee the pee GM cesedin pabenuee be 
56 6 feshtikyos sl rity ede to Yoeuued of? sehabed 
, fret goed fees) oF ut aol iy thie Wooudte Coat 
—ao Of teri ese & FS Siem ie By Te ees 
tod Doe! ay ob meteorite seeietrim sole 
NED Oe- OTOL ORE OF SOT wT gees Gar ee 
eoodicoul dverii-vee aubewteomes Io cide ovale edl 
iC Ofmilt ite) @h ae Gat eabiinie ie of ba ee 
tigress A be set? Wyole & .eel sh oebt 2tmapd * 
shal Wi veite 4) 1G oh) Ge rea AS Petia Soe 


de Row O04. 82429 wi vero Sep imer Th Anttaet and | 





ti) eee eee UP rues Je «ets FOZ de 2a 





Wictete Teil » tf teow bi teepe ee Ele Ae Se 


—_ af P >; 
a0 See Yor , tat £58 fees Dea ont nek ati hd 








yitresets fies es oy ale ie awe) | desdzweie Viaeed a 

shy '4 shee@ivpbioum a’ Jije ev Rn ieedeetevm mweaane ie at 
Joe etl pe i hte wae odd See wee! €2 deme) aoe ee | 
LNT Lee + "africans abot a5) Tu wince wih 4 overs Sta 
ol" Moped aoe 6 ot Dena yo Aeoie eel hawt ailodenal a 


| HetmeesP 22 €804 Spe 4he seat? 429 a joie ar 





— pen 6 - selbigters aitgnl 2 wee tT et wee 
9) es GaLreen i bene® 42 ,O8blieed Of Ste te-8ee2 ome 
? we o>) FeVRO €)h ote) «6oscewee Like ee Der ee 


9 a17Ot 


HASISAIZ IOADY) 2/09 01D} 


bUIS/)  4aYJOd/PYY 


Cx 
AOfLAIAUW! 





a/0NOS 





OfDUILLLSA ISO 


pajuvawbhao 


49fION ¢) 


SPNLIHILUID 





2h 





X and Y inputs are compared in an amplitude discriminator 
and fed to an electronic switch which passes only the smaller 
of the two inputs. The smaller of the variables is then 
chopped into equal on and off pulses, multiplied by two and 
subtracted from the sum term. Thus, the input to the para- 
bolic function generator alternates between the sum and 
difference terms, but is always positive. The difference 
between the amplitudes of the adjacent squared sum and dif- 
ference pulses is determined in a difference detector and is 
equal to the output, 4 X Y. The circuit can handle only 
positive input variables and has a dynamic range of 0 to 25 
volts. The circuit is rather complex, with five dc ampli- 
fiers, twenty-six diodes and fifteen other tubes of various 
types, exclusive of the squarer and pulse generator. 

Exponentials can also be used for analog multiplication. 
A circuit based on the following mathematical expressions 
gives promising results: 


na Vi - -A e 


and Vo -A e 


-tx 
T 
-ty 
T 
then V)V, = Az e ~(tx 4 ty) 

T 


The circuit shown in (Fig. 7) and described below will give 
the response - Ae ~ (tee ty), thus differing from its de- 
sired answer by a scale factor which can easily be taken into 


account. 
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Figure 7 shows the schematic diagram and the idealized 


wave forms present at various strategic points in the circuit. 
At point A, a square wave with a one millisecond period is 

fed to the grid of Via, which is a normally fully conducting 
tube. Point B normally resides in the neighborhood of ~400 
volts. When, however, tube V, is driven beyond cut-off by 

the negative half cycle of the square wave input, point B 
will proceed to rise exponentially towards ground potential. 
The duration of its rise will depend on the period of the neg- 
ative half cycle and the rate at which it will rise will de- 
pend on the RC time constant in the plate circuit of tube Vja. 
The input variable voltage, ex, will set the cathode potential 
of tube V2 by virtue of the cathode follower action. When the 
potential at the grid of V2, point B, reaches the grid con- 
duction region, it will be prevented from further rising by 
the low effective grid to cathode resistance. The wave form 
will be as shown in (Fig. 7B). This,.signal will be ampli- 
fied and inverted by tube V2 and applied to the control grid 
of V4A. A similar action will take place here, excent that 

it will be initiated at a later time. The resulting signal 
will be amplified and inverted by tube V3 and applied to the 
control grid of tube V5a. Also, at the beginning of the en- 
tire sequence, the square wave input is applied to the control 
grid of tubes Vlb and V4b. The negative half cycle of the 


square wave will initiate an exponential rise at points D 
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and E, while the signal to the control grid of tube V5a from 
tube V3 will end it. The signal to tube V4b is to discharge 
the storage capacitor between reading times. Results obtain- 
ed from this circuit to the present time have not been con- 
clusive, but it is felt that further refinements in the de- 
Sign could make this a good and simple one quadrant multi- 
plier. 
6. Cathode ray tube systems. 

The crossed field electron beam multiplier (17) uses 
an electro-static deflection cathode ray tube in conjunction 
with a feed back amplifier and a photo multiplier tube. The 
electron gun of the cathode ray tube generates a sharply 
focused beam of electrons. The force on a stream of electrons 
moving with average velocity, v, at right angles to a mag- 
netic field H is counteracted by an electro-static field E 
proportional to the product vH. If the adjustment of E were 
automatic and instantaneous, then its value would be a con- 
tinuous measure of this product. In practice, v is propor- 
tional to a voltage Vy applied to the horizontal deflection 
plates of the cathode ray tube; H is proportional to a cur- 
rent I through a coil wound around the vertical deflecting 
plates of the cathode ray tube; and E is automatically ad- 
justed by means of a mask, phototube and amplifier (as in 
the photoformer discussed above). Then E will be propor- 


tional to the product IV,. ‘This system gives four quadrant 
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operation, an absolute indication of zero (freedom from zero 
drift) and is independent of normal changes in electrical 
characteristics. As the important parameters are geometric, 
the prospects of high stability are good. The inductance of 
the magnetic field coil is the main factor which limits the 
speed of response of this device. The solution time is about 
500 micro seconds with an accuracy of two percent. 

Another principle of multiplying by cathode ray tubes 
makes use of a square beam of electrons which is deflected 
horizontally by the X input voltage and vertically by the Y 
input (18). The deflection causes the beam to fall eccentric- 
ally on four square collector plates (Fig. 8). The current 
from each plate passes through a load resistance. If the 
beam current density at impingement is uniform over the area 
2L x 2L, the current through each load resistance is propor- 
tional to the area of impingement on the corresponding col- 
lector plate, which in turn is a function of both the X and 


the Y voltages. These areas are: 


(Lex) (L4y) = L* 4 (y-x) Lexy il 
(L-y) (E-x) = L* ~ (yx) oxy 2 
(L¢x) (L¢y) - L* + (y#x) Léxy 3 
(Lax) (Ley) = L* - (y-x) Lexy 4 


If equations two and three are added, one and four subtracted, 
the net current is found to be 4 x y, or the same as the re- 


sult of the quarter square multiplier. Although good accuracy 
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was not obtained with the first experimental tubes, the speed 
of response is not limited by an inductive circuit, as in the 
crossed field multiplier. 

7. Time division multiplier systems. 

Pulsed attenuator multipliers using a combination of 
pulse width and pulse amplitude modulation have been used 
successfully (3). They use the area of a rectangle technique 
mentioned earlier, where the average value of a pulsed voltage 
is equal to the product of the pulse amplitude, and the pulse 
width averaged over a full cycle. The pulse amplitude is 
made proportional to one input variable and the ratio of the 
on and off time of the pulses is proportional to the other 
input variable. This type of multiplier is limited to one 
quadrant operation and the switching. tubes must be carefully 
matched in order to obtain the high accuracy of 0.2 percent, 
which has been obtained. 

An extension of the pulsed attenuator technique called 
time division (19, 20) makes four quadrant operation possible 
and eliminates the necessity for carefully matched tubes. 

The basic principle of operation is that the algebraic product 
of two variables is formed by averaging several cycles of a 
quasi rectangular wave form. The duration and amplitude of 
the wave form are functions of the input variables, as shown 
in (Fig. 9). The amplitude of the portion T, is $Y, where 


7 = -K_ seconds, and the amplitude of the portion To is -Y, 
Z=-X 


Sy 
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where To = 4 seconds.- The average value of the complete 
Z4X 


cycle is 1G =e or XY . The basic wave form is pro- 
Ty + To Z 


duced by the switching process shown in (Fig. 9) and described 
below. 

The pulse timing is dependent on input variables X and Z. 
It is controlled by a closed loop feedback system consisting 
of switch 1, the integrator and bistable multivibrator as 
shown in (Fig. 9). The multivibrator changes from one of its 
stable states to the other whenever the output of the integrator 
reaches ej or ep and actuates switch 1 and switch 2 simultan- 
eously. For simplicity of explanation, the period when switch 


1 is open will be called Ty and when it is closed T The 


2° 
output of switch 1 during Tj is -2Z, and during Ty is +Z. There- 
fore, the input current of the summing integrator during T, is 
x =- 2. Switch 1 remains open until the output of the integra- 
tor reaches €5, at which time the multivibrator changes states, 
closing switch 1 and changing the integrator input current to 
x #2. The output of the integrator then changes from €5 to 
ey and continues to repeat the switching cycle. The transition 
time T,) is computed from the integrator response to a step 
function, as follows: 

Let (ej-e2) = voltage excursion required at input 


of bistable multivibrator to change 


its state 
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C = capacity of integrating condenser 
in farads 
R = input resistor for variables in dims 
x = = 3 input current to integrator due 
to variable X 


z- 4 - input current to integrator due 


Re 


to Zt 


7, 
Them: @) - e* - ~1/C ie (x-z) dt 
This equation assumes a high gain amplifier and an integrating 
capacitor with a high leakage resistance. Then, assuming that 


X and Z are constant during the period: 
ac a ee) 
/ Za 


and similarily: 





a CCe-< 
The variable Y is switched through the use of switch 2, which 
is actuated by the same switching pulses as switch 1. The 
rectangular wave form of (Fig. 9) appears at the output of 
the final amplifier if filtering is not performed. The aver- 


age of this wave form, E_, may be computed as follows: 


0? 
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Thus the average value of the output voltage is proportional 
to the product of the two variables, X and Y. Since dec 
amplifiers with the required dynamic range and stability are 
available, the accuracy, response time, and dynamic range of 
the multiplier are dependent upon the type of electronic 
Switch used. Circuits of this type with accuracies within 
wow percent have been built. 
8. Choice of system for construction. 

it is evident from the discussion of electrical analog 
multipliers that the requirements of a universal multiplying 
device are difficult to fulfill. In order to satisfy all of 
the requirements, the multiplier must be a four quadrant de- 
vice which combines a short response time with high accuracy 
over a large dynamic range. The requirement of high speed 
limits the selection to an all electronic device. The re- 
quirement for a four quadrant device limits the selection 
even further, unless added complex circuitry is acceptable 
to convert a one or two quadrant multiplier to four. The 
only electronic analog multipliers which are fundamentally 


four quadrant devices are the crossed field cathode ray tube 
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multiplier, the square beam multiplier, the quarter square 
multiplier with a photoformer squarer and the time division 
multiplier. To the author's knowledge, the square beam 
multiplier is not an accurate device in its present stage 
of development and other cathode ray types tend to be bulky 
and complex. 

Through a process of elimination, the time division 
multiplier is the only type which approaches the require- 
ments set down for a universal multiplier. A circuit of 
this type was constructed and tested by the author and will 


be discussed in more detail in the following chapter. 
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Ii 
A TIME DIVISION MULTIPLIER 
1. Precision switch. 

The basic principle of operation of the time division 
type of multiplier was stated in the previous chapter. It 
is obvious that high accuracy and proper pulse timing is 
dependent upon an electronic switch with excellent high speed, 
precision characteristics. The switch and its associated cir- 
cuitry must have the following characteristics: when the 
switch is in one condition, the current or voltage out must 
be a linear function of the voltage input; when in the alter- 
nate condition, the current or voltage out must be the nega- 
tive of that in the first condition; in addition, the char- 
acteristics of the switch must be independent from normal 
variations in the tubes employed, must have a large dynamic 
range, a high input impedance and a low output impedance. 

Two switches suitable for the application will be discussed. 
The first is a so-called current switch, rather than a po- 
tential switch. 

(Fig. 10) is a diagram of the electronic current switch 
(20). Switching signal voltage levels are applied to the 
grids of the triodes V5 and V3. If the control grid of V, 
is positive with respect to the control grid of V3 by a 
sufficient amount, the plate current of the pentode, Vj, 


will flow through tube V, and-.the output voltage, E,, will 
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have a negative polarity. If -the control grid of V3 is 
positive with respect to the control grid of Vo by a suffic- 
ient amount, the plate current of V, will flow through ms, 
rather than through Vo, and Eh met Lo have the same magnitude 
as before, but it will have a positive rather than a negative 
polarity. The plate current of Vy can thus be made to flow 
in either of two external circuits. Since the switch is uni- 
directional and the range of operation is limited, it is 
necessary to add a fixed voltage to the variable voltage at 
the input. The unwanted component derived from the fixed 
voltage is eliminated from the output of the multiplier by 
a bridging system. 

(Fig. 11) is a diagram of an electronic potential switch 
with suitable characteristics (19). It consists of a d-c 
amplifier with two alternately switched feed back impedances. 
The switch tubes in series with the two feed back impedances 
are connected so that when one is conducting, the other is 
cut off. The output voltage is taken from the junction of 
V2 and R54. When V, is on and Vo is off, the output voltage 
is zero, since the junction of Rj, Reo and Ry is maintained 
at ground potential by the high gain negative feed back ampli- 
fier. When Vj is off and Vp is on, the output voltage is 
equal to ~ Ro/Ry Ein. When a linear function of the voltage 
input equal to 1/2 Ro / Ry Ein is added to the switch output, 
a rectangular wave form symetrical about the zero axis is 


obtained, 
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Although both switches would perform satisfactorily in 
the circuit, the potential switch was selected since it is 
generally less elaborate than the current switch. It re- 
quires one less d-c amplifier and no battery bias supply, 
and does not produce an unwanted component in the output. 

The results of tests indicated that the desired high 
speed, accurate switching could be accomplished with this 
rather simple circuitry, if the effects of distributed ca- 
pacitance were kept to a minimum. This indicates that the 
feed back resistances must be kept small and the amplifier 
gain high. A compromise had to be made in determing the 
size of the resistance, however, since too small a feed 
back impedance reduces the dynamic range of the amplifier. 
2. Circuit design. 

A block diagram of the multiplier, incorporating the 
potential switch, is shown in (Fig. 12). The size of the 
ratio resistances, b, c, and k are established as a result 
of several considerations. Zmin/4b must be greater than 
Xmax/c, since the output of the integrator must reverse 
direction. Larger resistances will reduce the loading ef- 
fect on the previous stage, but since the integrator is based 
on switching wave forms with short rise times, the effects 
of distributed capacitance will be minimized by using small 
resistances. The lengths of the times Ty and T, are also 


affected by the magnitude of the ratio resistances. 
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A schematic diagram of the multiplier circuit is shown 
in (Fig. 13), where the triangles represent high gain d-c 
amplifiers. The amplifiers have a differential input, a 
Stage with regenerative feed back and a cathode follower out- 
put. The decision to use amplifiers without automatic bal- 
ancing was prompted by the desire to make the circuitry as 
simple as possible. The dynamic range of the multiplier is 
limited by the amplifiers used and, in this case, is from 
minus fifty to plus fifty volts. 

Certain scale reduction is necessary in an electronic 
multiplying circuit, in order to reduce the maximum swing 
of the output to the dynamic range limit of the final ampli- 
fier. The scale factor of the final amplifier here is made 
equal to kc/b, so that the multiplier will give the output 
XY/Z. It is evident from the relationship for the output 
voltage that the circuit can also be used for division by 
the variable Z. However, when Z varies, the frequency of 
the switching wave form varies widely and increases the diffi- 
culty of filtering the output. When the circuit is to be used 
only for multiplication, the variable Z should be set at a con- 
stant reference value, thereby establishing the desired scale 
factor forthe final amplifier. 
3. Output filtering. 

If the input variables to the multiplier are varying 


d-c voltage, or very low a-c,: (that is, if the required 
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frequency response is very low), a simple high pass feed 
back network around the final amplifier is all that is 
necessary. If the output of the multiplier is to be fed 
to an integrator, then no output filtering is necessary at 
all. But if a high frequency response combined with good 
absolute accuracy are desired, the filtering problem be- 
comes difficult. The following calculations show the ap-~ 
proximate requirements put on the filter and the carrier 
wave forms. 

Expressing a square wave in its fourier 

expansion: 


(/) Y= £F (sin Bee sis ax ti tH sin nx 
rR old 


and realizing that the rise time is dependent upon the high 
frequency components of the wave form, consider the pass 

band requirements for one percent accuracy combined with a 

3 millisecond response time. The function must be expanded 
until the accuracy is within one percent; or, in other words, 
the harmonics of the fundamental must be unattenuated until 
the accuracy of the resulting wave form is within one per- 
cent. The so-called fundamental frequency is determined from 


(Fig. 14) and the following: 


fa) are st (me 
(3) 2rf¢- 2 


wher t-3mtMiseconds 
f=85.4 cycles per secord 
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Since consecutive harmonics add and subtract at the point 
of interest, and the series is convergent, the desired har- 
monic of the fundamental frequency can be obtained from 
equation (1) as follows: 

(4) Ai aux theo 

(5) of*2° An , 2208 

Therefore, the filter must pass the 63rd harmonic of 83.4 
cycles, or 5.25 ke. 

The second step in determining the necessary filter 
characteristics is to find the attenuation required at the 
carrier or switching repetition rate. In order to obtain a 
maximum product term of 50 volts in the form of XY/Z, the un- 
filtered carrier level must be 250 volts. One percent ac- 
curacy requires that only 0.5 volts of the carrier remain 
after filtering. Therefore, approximately 54 decibels atten- 
uation at the fundamental of the carrier frequency will be 
required. 

A low pass filter with an attenuation of 60 db/decade will 
be examined for the desired 3 millisecond response time with 
one percent error. Since 54 decibels attenuation is required, 
and assuming the attenuation to be zero to 5.25 kc, as deter- 
mined above, the smallest carrier frequency allowable can be 
determined from the following: 

(6) \ caine Panetre7 cated. CURES ) ruck aren STD: 


(1) fenmian * 5:25 KC (54d) SSa0) 
tise = P29 MC. 
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This means an average switching time of only 10.6 micro- 
seconds; 47.25 ke is almost 6.5 times the highest frequency 
with which one percent accuracy can be obtained in the pres-~ 
ent circuit. 

Using a similar approach, it would be possible to attain 
an § millisecond response time with two percent accuracy with 
the existing 70 microsecond switching wave forms. This re- 
quires a 60 db/decade low pass filter with a flat response up 
to 900 cycles. A filter with these approximate character- 
istics can be designed as follows: 

A low pass filter with a 60 db/decade attenuation can be 


obtained from the following network transfer function: 


cule /ZIS ul 
(2) Gos CF (TS + GTS th) 


where ia ZuFe 


"f' being the breakpoint for the composite attenuation versus 

frequency curve, or in the present case, 900 cycles per second, 
1 i la 

In order to make selection of components easier, let ia ep 

thus making 


see om usu t/ 
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The above transfer function can be obtained from the network 
shown in (Fig. 15). 

in the circuit with the high gain d-c amplifier, the vol- 
tage at point 1 is effectively zero and Ij = -I,. 


Evi be, eas 
(10) val ia 


(i) Z,” =0EC, Cpe /) 


_ (Ea Cosy des. 
(/2) Le = Tp (eae. s +7 DY /es 


= Ex A (Ar C, mz) cy) 
sad fe Lin (RB 35 +t ludbslaiacak 4 be C2) 66 + laf) 8 +/J 


Now choose values for the components of Ly and Loy to make 

the transfer function equivalent to the desired transfer 
function, keeping in mind that a gain of 10 is desired in 

the output stage. If R, is made 1 megohm, which is sufficient- 
ly large to reduce the effective load on the output ampli- 
fier, allowing a dynamic range of 450 to -50 volts, then Ry 

+ Re must equal 0.1 megohm to satisfy the gain of 10. Itis 
also desirable to have as many components as possible with 
standard values and to make Ry reasonably large, so as to 


keep the input impedance to the amplifier high. Utilizing 
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the above restrictions,. the following identities can be used 


to find the desired component values: 


(14) R, C) = 2X10 ~ 

(15) Rs C, = 2X 10 , 

(16) Ry Ry Cy Cy = bX 10 5 

(17) R5 2 Ry = 5X 10% 

The network then takes the following form: 
Ry = 50 K ohms Cy = 1000 uuf 
Ro = 1M _ ohms Co = 2000 uuf 
R3 - 250 K_ ohms C3 = 4000 uuf 
Ry ? 20. K ohms 


Re = 50 K ohms 
4. Tests and performance. 

Both the accuracy and response time of the multiplying 
Circuit were tested. Tests of the accuracy of the multi- 
plying circuit were made by applying different values of con- 
stant voltages, ranging from -50 to $50 volts, to both the 
X and Y inputs with a constant ~50 volts Z input. For pre- 
cision testing, a zero reading micro ammeter was used, with 
a calibrated helipot across a known voltage source. Peak 
errors were found to be about one percent of the maximum 
Output voltage and less than two percent absolute error at 
any output voltage. This accuracy was obtained when the 
multiplier was operated with a five kilocycle switching fre- 


quency and a simple high pass feed back network around the 
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final amplifier. The unstabilized dec amplifiers were bale 
anced about every ten minutes to attain this accuracy. In 
order to improve the response time to a step input to five 
milliseconds, the repetition rate was increased to 7.2 Kc, 
with a corresponding decrease in accuracy to two percent of 
the maximum output voltage. 

The speed of response of the multiplying circuit was 
tested by applying a constant voltage to one input anda 
square wave to the other and viewing the output on an oscillo- 
scope. A response time of eight milliseconds with two per- 
cent accuracy was attained. It is obvious that the response 
time can be decreased by increasing the switching frequency 
and adjusting the filter characteristics correspondingly, 
but this reduces the accuracy of the multiplier. Experi- 
mental results showed five percent accuracy with three milli- 
second response time. In order to improve the accuracy at 
a higher switching frequency, the transient time of the 
Switching and carrier wave forms must be shortened. Sug- 
gestions for these improvements, without increasing the cir- 
cuit complexity, are to select tubes for the square wave 
amplifiers with smaller input capacitance and higher trans- 


conductance tubes for the bistable multivibrator. 
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IV 
CONCLUSION 

The experimental results show that the time division 
multiplier circuit which was tested approaches the require- 
ments set down for a universal analog multiplier. It isa 
four quadrant device with a relatively simple circuit. One 
percent accuracy can be obtained, but only at the expense 
of lowering the response time. Greater accuracy and faster 
speeds could be expected from the circuit after certain re- 
finements. Automatically stabilized amplifiers must be used 
to eliminate the necessity of frequent balancing. 

There is still a need for further development of simple, 
accurate, all electronic multipliers of low cost for use in 


computing operations on fast time scales. 
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